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This paper reports on the growth and characterization of the structural and mechanical properties of
tantalum zirconium nitride films and the subsequent simulation of these properties using an ab initio
calculation based on density functional theory DFT within the generalized gradient approximation.
The films were deposited by reactive unbalanced magnetron sputtering and their physical and
chemical properties were studied by means of x-ray diffraction XRD, Rutherford backscattering
RBS, and nanoindentation. XRD revealed that these films formed a solid solution and that the
lattice constant decreased linearly with Ta content. RBS provided the elemental composition of the
films. Nanoindentation was used to evaluate the hardness and the elastic modulus. The hardness was
found to have high values for a Ta/ Ta+Zr of 30% and 100%. The elastic modulus was found to
increase monotonically with Ta content. The intrinsic elastic constants were calculated using DFT
and the results were compared to the experimental values. A correlation between the computational
and the experimental Young’s modulus was established. However, the trends observed for the
measured hardness and the calculated shear modulus were not in agreement. This disagreement was
due to the prominent extrinsic component of the hardness for these materials. © 2006 American
Institute of Physics. DOI: 10.1063/1.2178394
I. INTRODUCTION
Binary transition metal nitride MeN coatings have been
largely used as coatings for wear protective applications in
the last three decades.1–3 They form a rocksalt structure when
the transition metal belongs to the IVb or Vb group in the
periodic table. At the nanoscale level, they display three
types of bonding characteristics: metallic, ionic, and
covalent.4 This unusual combination of bonding mechanisms
manifests itself in their macroscopic properties. The addition
of a second transition metal element from the same group
usually forms a single-phase ternary material solid solution
for nearly stoichiometric films the nitrogen concentration is
kept around 50%. Examples of such structures that have
been investigated in the literature include TiZrN,5–7
NbTiN,7,8 TiMgN,9 and CrAlN.10 Ternary nitride solid solu-
tions were found to have hardness, wear resistance, melting
properties, and corrosion resistance that depend on the type
and concentration of the additional element. Enhancement in
the properties of these materials may be achieved when the
“right” element and the “right” concentration are selected.
Understanding these effects is critical to the selection of
coating materials for engineering applications. It is well
known that hardness and elastic modulus may be used to
assess the mechanical properties of materials, including re-
sistance to plastic deformation.11 One approach to under-
stand the improvement in mechanical properties through al-
loying and to predict the degree of improvement is to carry
out theoretical calculations which may provide the essential
guidance in identifying the optimization process of coating
materials with the desired properties.
Very recently, our group has produced nanocrystalline
TaZrN as a protective coating against wear for biomedical
and other tribological functions.11 These materials were de-
posited by reactive unbalanced magnetron sputtering and the
impact of elemental composition on the structural, chemical,
optical, and mechanical properties was investigated. It was
found that these materials formed a single-phase rocksalt
structure and that their hardness was greatly enhanced due to
the addition of Ta to ZrN by substitution. The current study
reports on ab initio density functional theory calculations
that were performed to investigate the effect of alloying with
Ta on the intrinsic mechanical properties of ZrN. The experi-
mental mechanical properties deduced from nanoindentation
measurements and the calculated ones were compared.
II. EXPERIMENTAL DETAILS
TaZrN films, with a thickness of 1.5 m, were deposited
by reactive unbalanced magnetron dc sputtering on polished
Si 111 wafers. The films were produced using a bias volt-
age of −70 V, a substrate temperature of −440 °C, and a
flow rate of nitrogen of 1.5 SCCM SCCM denotes cubic
centimeter per minute at STP. The power to the Zr and Ta
targets was varied as shown in Table I. The crystallographic
structure of the films was analyzed using 1.54 Å wavelength
Cu K radiation with a Rigaku Geigerflex D-MAX x-ray dif-
fractometer and a graphite diffracted beam monochromator.
Elemental composition was determined using Rutherford
backscattering and the results of the chemical analysis are
listed in Table I. The Rutherford backscattering RBS probe
consisted of 2 MeV He+ ions incident at an angle of 22.5°
relative to the sample surface normal with the detector set at
a 150° scattering angle. Film hardness was measured using a
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denter XP” nanomechanical testing system using loads of
1500 N. A more detailed description of the sputtering sys-
tem and characterization techniques in addition to the thin
film fabrication and testing procedures are available
elsewhere.11
III. COMPUTATIONAL METHOD
The ground state energies, lattice parameter, elastic con-
stants, and electronic structure of TaZrN were calculated
within the density functional theory12 DFT formalism using
Cambridge sequential total energy package CASTEP
software.13–15 CASTEP uses a total energy plane wave pseudo-
potential method. In the mathematical model of the material,
CASTEP replaces ionic potentials with effective potentials act-
ing only on the valence electrons in the system. The elec-
tronic wave functions were expanded with a plane wave ba-
sis setup to a plane wave cut-off energy sufficient for
convergence, which varies depending on the convergence of
each pseudopotential. The electronic energies were mapped
to a set of special k points in the reduced Brillouin zone and
the number of k points was determined by the spacing in the
reciprocal space. A small k point spacing yields a higher
number of k points and more accurate results, but it is also
more computationally intensive. The exchange-correlation
functional used in this study was the gradient corrected local
density approximation of Perdew and Wang GGA-PW91.16
In order to achieve a high level of convergence of the total
energy, a high-energy cut-off was chosen. The plane wave
cut-off was 330 eV. The total self-consistent field SCF en-
ergy change was 510−6 eV/atom and the energy between
optimization steps was 510−5 eV/atom. An eight-atom cu-
bic unit cell model with rocksalt structure was used to cal-
culate the lattice parameter, the elastic coefficients, the Mul-
liken charges, and the electron densities. In order to study the
effect of alloying on the various properties of the films, one
or more Zr atoms were replaced by Ta atoms. The author
assumes that the Ta elements are uniformly distributed in the
lattice.
IV. RESULTS AND DISCUSSION
A. Lattice constants
XRD data for the TaZrN samples11 indicated planar
spacings typical of the NaCl-type structure of TaN and
ZrN.17–20 The data revealed strong 111 and 200 preferred
orientations though other diffraction lines were also ob-
served. The lattice structure of TaZrN consisted of a solid
solution whereby Zr atoms were substituted by Ta atoms. As
a result, a general shift in the 2 positions towards higher d
values was observed with increasing the tantalum content in
the lattice. Figure 1 shows the lattice parameter as a function
of tantalum content, represented by the quotient Ta/ Zr
+Ta, which clearly indicated that the deposited films
formed a single phase. By fitting each diffraction peak to a
pseudo-Voigt function,21 the average grain sizes were calcu-
lated from the widths of the XRD peaks using the Scherrer
formula and are shown in Fig. 2. This figure indicated that
the grain size remained the same around 24 nm, except for
samples with a high Ta content, for which the grain size
decreased dramatically to a value of 14 nm.





power W Ta % Zr % N % Ta/ Ta+Zr %
S1 0 70 0 43±2 57±2 0
S2 9 65 7±1 37±2 56±2 16
S3 13 60 10±1 36±2 53±2 22
S4 20 56 14±1 34±2 60±2 29
S5 27 50 18±1 28±2 54±2 39
S6 34 46 24±1 27±2 59±2 47
S7 60 15 35±1 10±2 55±3 77
S8 80 0 45±2 0 55±2 100
FIG. 1. Experimental lattice parameter as a function of tantalum content. FIG. 2. Grain size as a function of Ta content.
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The calculated total energies Etot varied as a function of
the lattice parameter for ZrN-based nitrides. Equilibrium lat-
tice constants were determined from the minima of the
curves and are shown in Fig. 3. This figure revealed that the
experimental values for the equilibrium lattice constants
were larger by about 0.3% than the GGA-PW91 calculated
ones. Similar observations were reported for other binary
nitrides using the same exchange-correlation potential.4 In
addition, the lattice parameter of thin films is usually higher
than that of bulk materials for the following reasons:22
• the difference in the thermal expansion coefficient be-
tween the film and the substrate,
• the presence of impurities such as oxygen and argon,
• line and point defects introduced by the nonequilib-
rium growth conditions,
• nonstoichiometric growth conditions, and
• the existence of high internal stresses generated by the
presence of a high density of grain boundaries and
defects.
B. Elastic constants
The hardness and elastic modulus of the TaZrN samples
were measured using a total of nine indentations. The mean
values and standard deviation of hardness and elastic modu-
lus were computed. Figure 4 shows the film hardness and
elastic modulus as a function of tantalum content. The hard-
ness of the film increases gradually with the Ta content to a
maximum value of 37±3 GPa when Ta content reaches 29%
in terms of Ta/ Ta+Zr content. This value is approxi-
mately 1.7 times higher than that of pure ZrN deposited un-
der the same conditions. Further alloying with Ta resulted in
a decrease in hardness values. The hardness values increased
subsequently as the composition approached that of pure
TaN Ta became the predominant transition metal. The elas-
tic modulus did not vary significantly for low Ta content and
increased when the Ta content exceeded 50%.
Hardness H is commonly defined as the resistance of a
material to deformations. The hardness H of a material may
be written as follows:23
H = Hint + Hext,
where Hint and Hext are the intrinsic and the extrinsic contri-
butions to the hardness, respectively. Hint is due to the nature
of the bonding structure of a material, while Hext is a result
of the “defects” in the material, which include solid solution,
precipitation, grain boundary, work hardening, and so on,
and hence, strongly depends on the microstructure of the
films. A material’s Young’s modulus E is a measure of the
second derivative of the bond energy at the equilibrium in-
teratomic distance x0. E becomes larger for large binding
energies and short bond distances x0. Other quantities that
define the mechanical properties of a material include the
bulk modulus B, which measures the resistance of a material
to a volume change and provides an estimate of its elastic
response to a hydrostatic pressure, and the shear modulus G,
which describes the resistance of a material to a shape
change and plays an important role in the elastic theory of
dislocations. Hence, the hardness of a material should be
closely correlated to how readily a large number of disloca-
tions are generated and are able to move throughout a solid
in response to a shear stress. The shear modulus is correlated
to the hardness of a material, which was confirmed experi-
mentally as being the best hardness predictor.23–25 Values of
elastic constants provide valuable information about the
bonding characteristic between adjacent atomic planes and
the anisotropic character of the bonding and structural stabil-
ity. Pugh26 introduced the ratio between the bulk and shear
modulus, G /B, for polycrystalline phases, as a measure of
fracture/toughness in metals. A high low G /B value is as-
sociated with brittleness ductility. A similar relationship
that has recently been used to predict the wear resistance
performance of protective coatings is the ratios H /E and/or
H3 /E2.27 In this case, a high value of H /E or H3 /E2 is asso-
ciated with a high resistance to plastic deformation.
The theoretical behavior of a completely asymmetric
material is specified by 21 independent elastic constants,
while for an isotropic material, the number is 2. For a rock-
salt structure cubic symmetry, there are three independent
elastic constants, namely, C11, C44, and C12. The cubic sym-
metry was maintained for all substitutions of the Zr atoms
with Ta atoms except when the number of substitution was 2
Ta/Ta+Zr=0.5. In this case, the lattice was tetragonal. The
bulk modulus B may be directly derived from the second
derivative of the total energy Etot as a function of an isotropic
volume change. B can also be expressed as a linear combi-
nation of two elastic constants as follows:
FIG. 3. Theoretical lattice parameter as a function of tantalum content.
FIG. 4. Hardness and elastic modulus as a function of tantalum content.
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The determination of the stress strain distribution in a poly-
crystalline aggregate with respect to an external load can be
established by equating the uniform strain in the polycrystal
to the external strain in the Voigt approximation.23,28 Hence,
the shear modulus G, Young’s modulus E, and Poisson’s ra-
tio  can be calculated from the following relations:
G =









21 − E3B .
For the lattice with tetragonal symmetry, the shear




2C11 + C33 − C12 − 2C13 + 6C44 + 3C66 .
The elastic constants were computed using CASTEP and
the G and E values were calculated from the above equations
for TaZrN with various Ta contents and are shown in Fig. 5.
The general trends for the computed G and measured H val-
ues shown in Figs. 4 and 5 are in disagreement except for the
extreme cases that correspond to the binary ZrN and TaN
systems. The theoretical G values did not display a substan-
tial increase in hardness for Ta/ Ta+Zr in the vicinity of
30%. The theoretical shear modulus for a film with 30%
Ta/ Ta+Zr content may be approximated by a weighted
average of the values for contents of 25% and 50% and is,
therefore, not expected to have a substantial value.29 The
increased hardness values at these compositions are therefore
due to the extrinsic contribution to hardness. Extrinsic hard-
ness mechanisms in nanocrystalline TaZrN solid solutions
include 1 grain boundary hardening, 2 solid solution
hardening, 3 limited segregation of solutes at grain bound-
aries, and 4 vacancy hardening. The incorporation of Ta
atoms into the ZrN lattice did not lead to a noticeable de-
crease in grain size at least for these compositions, which
disqualifies grain boundary hardening as being the reason for
the difference between the theoretical and experimental H
and G curves. Vacancy hardening falls in the same category,
i.e., is disqualified, since all films are overstoichiometric
with a nitrogen content that did not vary in a consistent fash-
ion. Obviously, the fact that our films are overstoichiometric
will influence their overall mechanical properties. Even if the
nominal composition is close to an ideal stoichiometry, a
considerable amount of vacancies are present.30 One poten-
tial candidate that could explain the sudden increase in hard-
ness for a Ta content of 30% is solid solution hardening since
the replacement of Zr by Ta atoms can cause lattice distor-
tion and the resulting stress field can react with the elastic
stress field of a dislocation. The other potential contributor to
the observed hardening is a limited segregation of solutes at
grain boundaries, which could be created by the energetic
species that bombard the film during the sputtering process.
The theoretical and experimental elastic moduli were
more in agreement and showed a similar trend, as shown in
Figs. 4 and 5. For single-phase materials, the elastic modulus
has been well known to depend on the nature of atomic
bonding, but is independent of the microstructure of the ma-
terials, because the bonding nature originates from the
atomic configuration of each component of the material. At
the nanoscale, however, size effects often become more
prominent due to very high surface-to-volume ratios. The
effective elastic properties are governed not only by classical
bulk elastic strain energy but also by the interfaces or grain
boundaries. The main difference between the computational
and experimental data was that the theoretical elastic modu-
lus values increased more significantly with Ta content. A
difference between the absolute values for E was expected
since the deposited films were nanocrystalline and should
exhibit a lower elastic modulus than the materials simulated
using the ab initio method, which portray a crystalline ma-
terial. The discrepancy between the trends in the theoretical
and experimental data could be due to the nanocrystalline
nature of the films and to the presence of defects mainly
vacancies.
C. Electronic structure
Figure 6 shows the partial p- and d-state densities for a
ZrN and b TaN. In this figure, the metal d orbitals of eg
symmetry hybridize strongly with the p states of nitrogen.
The double-peaked structure found between −8 and −3 eV
for ZrN and between −10 and −5 eV for TaN originates from
the nonmetal 2p orbitals hybridizing with the metal d orbit-
als. This hybridization is strongest for the TaN system. The
intrinsic hardness and elastic modulus are therefore expected
to be higher for TaN than for ZrN, as was demonstrated in
Sec. IV B.
D. Population analysis
Population analysis in CASTEP is performed using a pro-
jection of the plane wave states onto a localized basis using
a technique described by Sanchez-Portal et al.31 The popula-
tion analysis of the resulting projected states is then per-
formed using the Mulliken formalism.32 This technique is
widely used in the analysis of electronic structure calcula-
FIG. 5. Calculated Young’s modulus and shear modulus.
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tions performed with linear combination of atomic orbitals
LCAO basis sets. In addition to providing an objective cri-
terion for bonding between atoms, the overlap population
may be used to assess the covalent or ionic nature of a bond.
A high value of the bond population indicates a covalent
bond, while a low value indicates an ionic interaction. A
further measure of ionicity may be obtained from the effec-
tive ionic valence, which is defined as the difference between
the formal ionic charge and the Mulliken charge on the anion
species. A value of zero indicates a perfectly ionic bond,
while values greater than zero indicate increasing levels of
covalency.33 Table II gives the values of the average bond
population and the effective ionic valence charge for the
various TaZrN compositions. This technique offers informa-
tion on the nature of the bonds formed in the system. The
results shown in Table II indicate that the bonds became
more covalent with the addition of Ta to the lattice and ex-
plain why TaN is harder than ZrN.
V. CONCLUSIONS
Thin films of TaZrN were deposited on Si 111 sub-
strates using unbalanced magnetron sputtering. The films
formed a solid solution and the lattice constant was found to
increase with the increase in Ta content. The hardness of the
films was evaluated using nanoindentation and was found to
have a maximum value when the Ta to metal content was
about 30%. Theoretical calculations on the structural, me-
chanical, and electronic properties of these materials are pre-
sented in this paper. The calculated lattice constants are in
agreement with the experimental data when the generalized
gradient approximation GGA is used for the exchange and
correlation potential. The hardness and shear modulus were
in disagreement, especially when the Ta content was in the
vicinity of 30%. The substantial increase in the experimental
hardness observed for these compositions may be explained
by the mechanisms of solid solution hardening and/or phase
segregation at grain boundaries. More agreement was ob-
served for the elastic modulus. The experimental and theo-
retical calculations for hardness and elastic constants con-
curred for the extreme cases of TaN and ZrN. TaN is harder
due to the stronger hybridization of the nonmetal 2p orbitals
with the metal d orbitals more covalent bond.
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